
DRYMASTER® Filter Driers
Replaceable Core Shells

Features:

Replacement Kits

A 18715C ‐ Single Core Carriage A 18716C ‐ 2 Core Carriage A 18717C ‐ 3 Core Carriage A 18718C ‐ 4 Core Carriage

Includes:  Spring, Wing Nut, Inlet Plate, Separator Plate, Plate Connecting Rod, Screen Plate, Outlet Plate, Outlet Plate Connecting Rod, Outlet Bolt

A 18719 ‐ Hardware Kit includes Pipe Plug, 8 Bolts, 8 Washers A 18734 ‐ Lid O‐Ring Kit includes 20 Lid O‐Rings
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Part 
Number

Model Core 
Size 
Cu In

Size 
(in)

A
 (in)

B
 (in)

C
 (in)

H
(in)

Wt
 (lb)

Drawing

R134a R404A R507 R22/R407C R410A

Liquid Capacity (tons) Recommended Spacing for 
clearance to install 
components (in)

A 18583 485/8 9.33 5.98 0.87 1.46 8.51 A 22.0 16.0 16.0 23.10 23.6 9.0

A 18584 487/8 9.53 6.18 1.06 1.65 8.57 A 37.3 26.7 26.0 39.4 40.0 9.0

A 18585 481 1/8 9.61 6.26 1.14 1.73 8.64 A 52.8 37.9 37.0 56.20 57.0 9.0

A 18586 481 3/8 9.72 6.38 1.26 1.85 8.77 A 73.1 52.3 52.0 77.4 78.6 9.0

A 18587 481 5/8 9.80 6.46 1.34 1.93 8.80 A 83.9 60.7 60.0 89.8 91.4 9.0

A 18588 482 1/8 10.08 6.34 1.65 2.24 9.14 A 124.1 92.6 90.0 131.3 137.3 9.0

A 18664 482 5/8 10.30 6.24 2.17 2.36 11.46 A 91.5 67.0 65.0 95.6 99.1 9.0

A 18589 967/8 15.24 11.89 1.06 1.65 11.36 B 38.1 27.2 27.0 40.1 40.6 14.0

A 18590 961 1/8 15.32 11.97 1.14 1.73 11.41 B 59.6 43.0 42.0 63.4 64.2 14.0

A 18591 961 3/8 15.43 12.09 1.26 1.85 11.31 B 77.1 55.2 54.0 81.9 83.0 14.0

A 18592 961 5/8 15.51 12.17 1.34 1.93 11.83 B 93.4 66.9 66.0 99.2 100.9 14.0

A 18593 962 1/8 15.75 12.05 1.65 2.24 17.55 B 136.3 99.7 97.0 142.3 147.6 14.0

A 18665 962 5/8 16.00 11.95 2.17 2.36 17.55 B

A 18604 1441 1/8 20.63 17.28 1.14 1.73 20.08 C 59.3 42.5 42.0 63.2 64.0 19.5

A 18605 1441 3/8 20.75 17.40 1.26 1.85 14.35 C 84.9 60.6 60.0 90.3 91.6 19.5

A 18606 1441 5/8 20.83 17.48 1.34 1.93 14.39 C 95.1 68.3 67.0 101 102.6 19.5

A 18607 1442 1/8 21.10 17.36 1.65 2.24 20.08 C 118.2 85.1 84.0 125.9 128.3 19.5

A 18608 1921 3/8 26.69 23.35 1.26 1.85 22.60 D 88.4 63.7 63.0 94.2 95.7 25.0

A 18609 1921 5/8 26.77 23.43 1.34 1.93 17.57 D 102.9 74.4 73.0 110 111.8 25.0

A 18610 1922 1/8 27.01 23.31 1.65 2.24 17.70 D 128.7 92.3 91.0 136.4 138.8 25.0

P 37671 Mounting Bracket

For use in liquid and suction lines 

Contact factory or visit website for compatibility with CFC, HCFC, HFC and 
HFO refrigerants and oils



Powder coat withstands 500 hour salt spray per ASTM B 117

Pressure rating of 870 psig (60 bar)

UL/cUL Listed, CE certified and RoHS compliant

Slotted Aluminum lid for ease of assembly

Stainless Steel bolts and brass plug

O‐ring seal for ease of assembly and removal

Maximum Working Temperature:  160°F, 70°C
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